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§160.055-2 Type and model.

Each life preserver specified in this
subpart is a:

(a) Standard, bib type, vinyl dip coat-
ed:

(1) Model 62, adult (for persons weigh-
ing over 90 pounds); or

(2) Model 66, child (for persons weigh-
ing less than 90 pounds); or

(b) Standard, bib type, cloth covered;

(1) Model 63, adult (for persons weigh-
ing over 90 pounds); or

(2) Model 67, child (for persons weigh-
ing less than 90 pounds); or

(c) Nonstandard, shaped type:

(1) Model,! adult (for persons weigh-
ing over 90 pounds); or

(2) Model,! child (for
weighless than 90 pounds).

[CGD 72-163R, 38 FR 8121, Mar. 28, 1973]
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§160.055-3 Materials—standard
preservers.

life

(a) General. All components used in
the construction of life preservers must
meet the applicable requirements of
subpart 164.019 of this chapter. The re-
quirements for materials specified in
this section are minimum require-
ments, and consideration will be given
to the use of alternate materials in lieu
of those specified. Detailed technical
data and samples of all proposed alter-
nate materials must be submitted for
approval before those materials are in-
corporated in the finished product.

(b) Unicellular plastic foam. The uni-
cellular plastic foam shall be all new
material complying with the require-
ments of Subpart 164.015 of this chapter
for Type A foam.

1 A model designation for each nonstandard
life preserver is to be assigned by the manu-
facturer. That designation must be different
from any standard lifesaving device designa-
tion.
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(c) Envelope. The life preserver enve-
lope, or cover, shall be made of cotton
drill. The color shall be Indian Orange,
Cable No. 70072, Standard Color Card of
America, issued by the Textile Color
Association of the United States, Inc.,
200 Madison Avenue, New York, N.Y.,
or Scarlet Munsell 7.5 Red 6/10. The
drill shall be evenly dyed, and the fast-
ness of the color to laundering, water,
crocking, and light shall be rated
“good’” when tested in accordance with
Federal Test Method Standard No. 191,
Methods 5610, 5630, 5650, and 5660. After
dyeing, the drill shall be treated with a
mildew-inhibitor of the type specified
in paragraph (e) of this section. The
finished goods shall contain not more
than 2 percent residual sizing or other
nonfibrous material, shall weigh not
less than 6.5 ounces per square yard,
shall have a thread count of not less
than 74 in the warp and 56 in the fill-
ing, and shall have a breaking strength
(grab method) of not less than 105
pounds in the warp and 70 pounds in
the filling. Properly mildew-inhibited
drills meeting the physical require-
ments of Federal Specification CCC-C-
426 for Type I, Class 3 drill will be ac-
ceptable. If it is proposed to treat the
fabric with a fire-retardant substance,
full details shall be submitted to the
Commandant for determination as to
what samples will be needed for test-
ing.

(d) Thread. Each thread must meet
the requirements of subpart 164.023 of
this chapter. Only one kind of thread
may be used in each seam.

(e) Mildew-inhibitor. The mildew-in-
hibitor shall be dihydroxydichloro-
diphenylmethane, known commercially
as Compound G-4, applied by the aque-
ous method. The amount of inhibitor
deposited shall be not more than 1.50
percent and not less than 1 percent of
the dry weight of the finished goods.

(f) Adhesive. The adhesive shall be an
all-purpose waterproof vinyl type.
(Minnesota Mining and Manufacturing
Co. EC-870 or EC-1070, United States
Rubber Co. M-6256, Herculite Protec-
tive Fabrics Corp., CVV, Pittsburgh
Plate Glass Co. R 828, or equal.)

(g) Reinforcing fabric. The reinforcing
fabric shall be Type III, Class I, lami-
nated vinyl-nylon high strength cloth
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